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Straight Track

The Ceiling Mount System is used for installing 
the track directly to a ceiling or any flat, horizontal 
surface.

Please make sure you have a wide enough 
surface to mount a ceiling connector or split
support. See dimensions of the plates below.

Our Space Management Experts are ready to assist your project.

Curved Track 90° or 45°

Easy Mount Directly to a leveled ceiling or
wooden beam
Heavy Duty 16 Gauge Galvanized Steel
Create Track configurations for your needs
Because each customer has different surfaces 
to mount the ceiling track hardware to, we do not
provide the fasteners to the existing ceiling or
walls.

Available Lengths: 2’, 4’, 5’, 6’, 7’ and 8’

CALL TODAY 847-439-4565

Ceiling Connector

Ceiling Split Support Welder Plain
Connectors

Ceiling
Split Support

•   Welded plain connectors on each end
•   Requires two Ceiling Split Supports on each 
     end of curve

Page 1

FEATURES

PAGE 1



CEILING MOUNT
M

O
UN

TI
N

G
 S

YS
TE

M

Ceiling Split Support

Ceiling Connector

Plain Connector

•  Provides support to the track 
•  Does not connect track
•  Can be placed anywhere along the
    track but not over a connector

•  Connects straight track sections 
•  Also provides support to the track
•  Includes 2 set screws

• Connects straight track
•  No support
•  Includes 2 set screws

Adjustable
End Stop

Our Space Management Experts are ready to assist your project.

Wall Mount End Stop
•
•

Flange Up or Down available
Includes 1 set screw

Use split supports.
No additional 
connectors are needed 
because each curve 
comes with welded on 
connectors and two 
sets of screws.

Curved track section 
needs support on each 

                               end of curve.

Supports are needed every 5ft of track.

CALL TODAY 847-439-4565

Where to use: Connectors, Split Supports, Plain   
                               Connectors, and End Slopes.
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Our Space Management Experts are ready to assist your project. CALL TODAY 847-439-4565
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Options:

Valance
Velcro connected to the
side of the track.

Removable Floor Sweep
Velcro connection to the
curtain

FLOOR

Chain Weighted Hem

CURTAIN

1/8" thick

Ceiling

1 3/8"

.0.5"

0.5" Gap between
bottom of track to the
top of the curtain
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Ceiling Connector

Ceiling Split Support

The image below provides an overall side elevation view.

Make sure the track is mounted at the correct height for the bottom edge of the curtain
to hang 1" above the floor. If you ordered a floor sweep, about 2" of the sweep should sit

on the floor.

You will find in our quotations where to put the top surface of the track, to insure the
Curtain will hang at the correct height. 



Hardware Components
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Steel Rollers

Plain Connector

Curved Track 90°

Ceiling Connector

Wall Mount
Flange Up

Nylon Rollers

Curved Track 45°

Ceiling Split Support

Our Space Management Experts are ready to assist your project.

Straight Track

Wall Mount
Flange Down

Ceiling Corner 
Connector

Pull Rope Trolley
Steel Wheels 4’ or 10’

Phone: 847-439-4565
Email: sales@amcraftonline.com
Website: www.amcraftindustrialcurtainwall.com

Extra Set Screw

Adjustable End Stop

Ceiling T Connector

10” Overlap Trolley
Options with 4’ or 10’ Rope

CALL TODAY 847-439-4565

incl. 2 sets screws

incl. 2 sets screws

incl. 2 sets screws

incl. 1 sets screws incl. 1 sets screws
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