
ILLUSTRATION

MAX HEIGHT 

MAX TEMP. DIF.

INNER
INSULATION 
THICKNESS

CONNECTIBLE
PANEL WIDTHS

WEIGHT PER 
sq/ft

10 FT. WIDE 
CURTAIN 
RETRACTS TO

ACCORDION 
FOLD WIDTH

R-4 R-5 R-8 R-9 R-10 R-12

All materials are ASTM E-84 Class A and NFPA-701

R-16 R-25
RETRACTABLE STATIONARY RETRACTABLE STATIONARY RETRACTABLE STATIONARY RETRACTABLE STATIONARY

 54.875” or
24.75”

STATIONARY / RIGID

1”

58”

22° F

25 ft

14.5”

8” thick

0.30 lbs

1”

57”

25° F

40 ft

0.30 lbs

57”

25 ft

32° F

14.25”

12” thick

0.40 lbs.

2” 
Compressed 2”

57”

35° F

40 ft

0.40 lbs

56”

14”

15 ft

40° F

0.50 lbs

16” thick

3” 
Compressed 3”

57”

45° F

35 ft

0.50 lbs

4”

50° F

20 ft

16.75”

16.75”

0.60 lbs

28” thick

4”

50° F

30 ft

0.60 lbs

24 ft

1 lbs

60° F

53” or 22.5”
wide

2” Rigid + 4” Soft 
Compressed


